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uses, and can radiate radio frequency 
energy and if not installed and used in 
accordance with the instruction manual, 
may cause interference to radio 
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Class A computing device pursuant to 
Subpart J of Part 15 of FCC Rules, which 
are designed to provide reasonable 
protection against such interference 
when operated in a commercial 
environment. Operation of this 
equipment in a residential area is likely 
to cause interference in which case the 
user at his own expense will be required 
to take whatever measures may be 
required to correct the interference. 
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the installing of the specific machines indicated. IBM makes no 
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supply in any way it believes appropriate without incurring any 
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Who should use this manual ... 


This manual is for customer personnel who install the 
IBM 9332 Disk Unit. 


How this manual is arranged ... 
This manual contains: 
e Six chapters with procedures to: 


~—- Install a 9332 in a rack 

~ Install a stand-alone 9332 

~ Prepare the 9332 for operation 

- Move a rack with a 9382 installed 
~ Move a stand-alone 9332 

- Remove a 9332 from a rack 


@ An appendix that shows an example of connecting the 
signal cables 


@ <A glossary of terms and abbreviations used in this 
manual 


e An index of key words to procedures in this manual 


How this manual is used ... 


This manual is to be used with your system setup or 
system improvement instructions. If you have not been 
directed to this manual from a system-instructed 
procedure, go to your system setup or system improvement 
instructions for installing a 9332 You will be directed by 
the system setup or system improvement instructions 
when to return to this manual. When performing a 
procedure in this manual, continue to perform each step 
until this manual tells you to return to the system setup 
or system improvement instructions. 


If you need more information ... 
See the following 9332 manuals for more information: 


e Analyzing Problems, SA21-9837, which contains 
procedures to analyze 9332 Disk Unit problems. 


e Reference Code Guide, SA21-9836, which contains 
descriptions of the 9332 reference codes and is used to 
identify field-replaceable units. 


® Service Guide, SY31-9026, which contains procedures to 
service the 9332. 


Safety Notices in This Manual 


Cautions Notices 
A caution notice calls attention to an action that could 
cause harm to persons. Caution notices appear in the 
following procedures: 
e “Installing the Disk Unit” on page 1-15 
e “Installing the Cover Assembly” on page 2-5 
e “Moving the Disk Unit” on page 5-7 


e “Removing the Disk Unit” on page 6-9 


Warning Notices 


A warning notice calls attention to an action that could 
cause damage to a program, device, system, or data. A 
warning notice appears in the Federal Communications 
Commission (FCC) Statement on page ii. Warning notices 
also appear in the following procedures: 


e “Installing the Rails” on pages 1-12 and 1-14 


@ “Unlocking the Shock Mounts” on pages 1-17, 2-7, and 
3-2 


@ “Locking the Shock Mounts” on pages 4-2, 5-5, and 6-6 
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This glossary includes terms and definitions 
from the JBM Vocabulary for Data Processing, 

‘elecommunications, and Office Systems, 
GC20-1699. 


AC. Alternating current. 


address switch. A switch to set the device 
address. 


configuration. The devices and programs 
that make up a system. 


EIA unit. A unit of measure, established by 
the Electronic Industries Association, equal to 
44.45 millimeters (1.75 inches). 


filler panel. A pane! that fills empty 
positions in a rack. 


host. Pertaining to the primary or 
controlling unit in a system. 


mm. Millimeter; one thousandth (0.001) of a 
meter. 


nut clip. A fastener. 
rack. A framework that holds devices. 


upgrade. Improvement. 
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appendix A-1 
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disconnecting the power cord 5-2, 6-2 
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front cover (rack-mounted unit) 
installing 1-18 

front cover (stand-alone unit) 
installing 2-8 

front cover assembly 1-18, 2-8 
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rails 1-4 

installing 
completion (rack-mounted unit) 1-22 
completion (stand-alone unit) 2-12 
front cover (rack-mounted unit) 1-18 
front cover (stand-alone unit) 2-8 
power cord (rack-mounted unit) 1-20 
power cord (stand-alone unit) 2-10 
9332 1-15 

installing a 9332 1-1, 2-1 
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moving a rack 
with 9332 installed 4-1 
moving a 9332 
stand-alone 6-1 
moving the 9332 5-7 
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operation, preparing the 9332 for 3-1 
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packing 
saving materials 1-21, 2-11 
packing materials 1-2], 2-11 
parts 
rack-mounted unit 1-2 
stand-alone unit 2-2 
parts arrangement 1-3, 2-3 
parts arrangement (rack-mounted 
unit) 1-2, 1-3 
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setting the address switch 3-4 
shock mounts 
locking 4-2, 5-5, 6-6 
locking (when moving unit) 4-2 
unlocking 1-17, 2-7, 3-2 
unlocking (for operation) 3-2 
unlocking (rack-mounted unit) 1-17 
unlocking (stand-alone unit) 2-7 
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disconnecting 5-3 

example of connecting A-2 
signal cables example, connecting <A-2 
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stand-alone installation 2-1 
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stand-alone unit 2-7 
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